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UGC accessories Main Implementation Rules

1 Scope of Application
This technical rule defines the necessary rules to be absolutely respected during implementation of
MV underground cables accessories as terminations, junctions or separable connectors.

2 Preamble

2.1 Cable men
Technicians performing these implementation shall be mandatorily well trained and experienced for
installation of the accessories.

All cables jointers MUST have received personal certification by EDC.

If not certified by EDC, the jointer and its company may be fully responsible for the whole costs

that can occurs in case of faulty accessory after installation.

2.2 Safety
This document deals only with the main rules for installing the equipment. The safety rules and
procedures are not mentioned in this document.

All parties involved must be cognizant of electricity distribution standard safety procedures. This
document does not contain any procedures including specific safety procedures.

Individuals performing this implementation shall be qualified and capable of assembling the
accessories in a safe manner, with complete knowledge of the hazards involved and with complete
application of EDC safety procedure.

Anyway, as UGC accessories sometime need to be implemented on under service cables, cable men
team must be sure that power is off, UGC short circuited and earthed and sure that energisation during
implementation is strictly impossible (locks as examples).

3 RuleN°1

All adequate tools must be available on site as specific tooling for cable preparation,
hydraulic press with correct hexagonal dies or punches and cages, 6 face sockets and wrench, etc. All
tools must be in perfect operating status and maintained clean.

The tooling MUST be adapted to the cable cross section.
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USING KNIFE OR CUTTER FOR CABLE PREPARATION IS STRICTLY FOREBIDDEN

SLEEVE COMPRESSION WITH WRONG DIE OR PUNCH IS STRICTLY FOREBIDEN

Be sure to have all the necessary equipment before starting the connection as
adequate tools, crimping equipment, etc..

4 Rule N°2

Cleanliness is mandatory. Tools must be stored in clean and dry place (on plastic sheet as
example).

Similarly trench sides and bottom may be covered by clean plastic sheets
Protect the cables and the component of the accessory from any fall of sand, ground, stone or tool.

Clean conscientiously the outer-sheath on a sufficient length to allow an accessory implementation
in a cleaned environment. (Gasoline for cleaning is strictly forbidden)

5 RuleN°3
ABSOLUTELY NO WATER. Water inside the trench (if any) shall be removed.

If the weather is rainy, mandatorily start the implementation of the accessory after installation of a
pavilion (canvas) with well drained water around the working location.

6 RuleN°5
Verify that the accessories and connectors are well adapted to the cables and
the cross section to be connected.

This is of the upmost importance: The accessory must be adapted to the
considered cable.
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7 Rule N°6

Verify the absence of humidity and moisture inside the cable. if this is the case, the
cable must be cut until there is no humidity and moisture inside the cable. So it will be necessary to
install a cable junction if the UGC is then too short

8 Rule N°4

The instruction notices of the Manufacturer included in the accessory packing
MUST be carefully read but above all STRICTLY FOLLOWED and APPLIED during

implementation of the accessory. ALL DIMENSIONS, LENGTHS, ETC.. MUST BE
STRICTLY RESPECTED.

9 Rule N°7

On site, as soon as the MV cable accessory is installed, the cable jointer must register the accessory
(ies) just implemented in the EDC cable accessory data base following the process here after, thanks
its smart phone.

This recording and follow up of installed MV underground cable accessories is set as follow:

1/ EDC give one good quality plastic plate (UV protection for outdoor terminations) with fixing tie(s) to
the certified fitter (or the company in charge of the works). This plate is engraved with a reference
number. When the MV UGC accessory is completed by the cable man, this one attach the small plate
near the accessory on the cable.

As the cables are of bundled type (3x1x cross section), 3 small plates are necessary for one set of
accessories

E) EDC 0123456789 OJ

2/ On site, with it smart phone, the fitter enter the following data in an internet data base:

e Its certification number,

e Its name (automatically mentioned with certification number),

e |ts company or contractor,

e The 3 small plates number (or reference) in case of set or only one if this is the case,

e Brand of accessory,

e Type of accessory (junction, indoor termination, outdoor termination, separable connector,
etc..)

e Model/reference of accessory,

e Serial number/batch,

e Cross section of UGC

e Date @ﬁ?\

e Time
In addition, the program on the smart phone send automatically the GPS po%?t e ac,ce&sory to
the data base. 1";’7 y \
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In order to avoid any cheating:

e Personal password for each fitter
e One time password sent to the registered phone number (SMS)

e GPS position (easy to see if done at the office)
In case of fault on the accessory, with the small plate EDC ref number, it is easy to know who
implemented the accessory but also statistics on jointers, brands, models, etc....

This data base could also help EDC staff in case of UGC fault location thanks GPS position of
accessories.
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